10mm

kg kg
10x 15 1.19 16x 75 9.52
19| " 1.51 100 | " 12.7
20 " 1.59 125 | " 15.9
25| " 1.98 150 | " | 19.0
30| " 2.38 200 " 25.4
32| " 2.54 250 | " | 31.7
38| " 3.01 300 " | 38.1
401 " 3.17 19x 25| * 3.77
50| " 3.96 32| " 4.82
65| " 5.15 38| " 5.73
7B 5.95 50 | " 7.53
100 | " 7.93 65| " 9.79
125 | " 9.91 B " 11.3
150 | " 11.9 100 | " 15.1
200 | " | 15.9 125 | " | 18.8
250 | " | 19.8 150 | " | 22.6
300 | " | 23.8 200 | " | 30.1
12x 14 | " 1.33 250 | " | 37.7
16| " 1.52 300 | " | 45.2
19| " 1.81 2% 32| " 5.58
210 " 1.90 38| " 6.63
25| " 2.38 50 | " 8.72
30| " 2.85 65| " | 11.3
32| " 3.05 751 " | 131
3B " 3.33 100 | " 17.4
38| " 3.62 25% 32 [ " 6.34
401 " 3.81 38| " 7.53
50| " 4.76 50| " 9.91
65| " 6.19 65| " | 12.9
I 7.14 75 " | 149
Q| " 8.56 100 " | 19.8
100 | " 9.52 125 | " | 24.8
125 | " | 11.9 150 | " | 29.7
150 | " | 14.3 200 "
200 " | 19.0 250 | "
250 | " | 23.8 300 "
300 " | 28.5 30x 50 | " [ 11.9
16x 19| " 2.41 5] " 13.1
21 " 2.54 65| " | 15.5
251 " 3.17 I 17.8
32" 4.06 100 | " 23.8
38| " 4.82 /X0 | " 13.9
0| " 5.08 65| " | 18.0
50| " 6.34 75 " | 20.8
65| " 8.25 100 " 27.8




